NOTES:
1. "*" INDICATES LEAD LENGTH IN METERS. CONTACT TURCK TO ORDER SPECIFIC LENGTHS.

SPECIFICATIONS

- CONTACT CARRIER MATERIAL: NYLON OR TPU
- CONTACT MATERIAL/PLATING: BRASS/GOLD
- HOUSING MATERIAL/FINISH: BRASS/NICKEL
- O-RING MATERIAL: BUNA-N
- RATED CURRENT [A]: 2.0 A
- RATED VOLTAGE [V]: 60 VAC/75 VDC
- CONDUCTOR INSULATION MATERIAL: PVC
- NUMBER OF CONDUCTORS [AWG]: 8X24 AWG
- TEMPERATURE RATING: -40°C to +105°C (-40°F to +221°F)
- PROTECTION CLASS: MEETS NEMA 1,3,4,6P AND IEC IP68

CABLE LENGTH TOLERANCES

<table>
<thead>
<tr>
<th>ALL LENGTHS</th>
<th>TOLERANCE</th>
</tr>
</thead>
<tbody>
<tr>
<td>± 4% (or 50mm) of length</td>
<td>± 0% (or 0mm) of length</td>
</tr>
</tbody>
</table>

STAND LENGTH TOLERANCES

<table>
<thead>
<tr>
<th>LENGTH</th>
<th>TOLERANCE</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-25mm</td>
<td>± 0.05mm</td>
</tr>
<tr>
<td>26-50mm</td>
<td>± 0.06mm</td>
</tr>
<tr>
<td>51-75mm</td>
<td>± 0.07mm</td>
</tr>
<tr>
<td>76-100mm</td>
<td>± 0.08mm</td>
</tr>
<tr>
<td>101-150mm</td>
<td>± 0.09mm</td>
</tr>
</tbody>
</table>

"*" UNLESS OTHERWISE STATED

SOURCE DRAWING - FOR REFERENCE ONLY

TURCK INC
High Technology Sensors and Automation Controls

1000 CAMPUS DRIVE
MINNEAPOLIS, MN 55441
1-800-544-7769
(763) 553-7200
(763) 553-0708 Fax
turck.com