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SPECIFICATIONS

CONTACT CARRIER MATERIAL/COLOR (P2) POLYCARBONATE /CLEAR
MOLDED HEAD MATERIAL/COLOR (P2) TPU/BLACK
CONTACT MATERIAL/PLATING (P2) BRONZE/GOLD
CONTACT CARRIER MATERIAL/COLOR (P1) TPU/BLACK
MOLDED HEAD MATERIAL/COLOR (P1) TPU/BLUE—GRAY
CONTACT MATERIAL/PLATING (P1) BRASS/GOLD
COUPLING NUT MATERIAL/PLATING (P1) BRASS/NICKEL
RATED CURRENT [A] 1.5 A

RATED VOLTAGE [V] 42V

OUTER CABLE JACKET MATERIAL/COLOR TPE/TEAL
CONDUCTOR INSULATION MATERIAL HDPE

NUMBER OF CONDUCTORS [AWG]

2UTPx24 AWG, STRANDED

SHIELDING

ALUM. POLYESTER FOIL & T—C BRAIDED

TEMPERATURE RANGE

—4Q°C to +80°C (—4Q°F to +176°F)

PROTECTION CLASS

IP67 (RJ45/IP20)

* METERS

SEE NOTE 1

38.0 [1.50] REF —=

D ™ | <
D H 15.0 [0.59]
> =
40.0 U g l
[1.58] D L~ -
36.7 |0.26
29.8 [0.26] » _14.0 [0.55]
(7] ] SHIELD CONNECTED TO REF
: $ KRR RED SHRINK TUBE INDICATES RJ45S CONNECTOR
J RJ45S 'CR' SIDE
EE SHIELDED AND
e ANTI=VIBRATION COUPLING NUT
! T
4‘ - 915.0 [0.59] "441" RAW CABLE SPECIFICATIONS
V121 P1 . CABLE LENGTH TOLERANGE® CABLE PROPERTIES: . OlL, UV, WELD SLAG, AND ABRASION RESISTANT
+ 4% (OR 50mm) OF LENGTH VOLTAGE RATINGS (MAX):  60QV
ALL LENGTHS | - 0% (OR Omm) OF LENGTH CATEGORY: CAT 5e; (CABLE WILL MEET CAT Se CHANNEL REQUIREMENTS TO 90M LENGTH)
WHICHEVER IS GREATER POE COMPLIANT (802.3af): UP TO 80M LENGTH WHEN INSTALLED PER RECOMMENDATIONS IN TIA TSB-184
STRP LENGTH TOLERANCE * FLEXLIFE: 10X CABLE OD MIN: 1 MILLION CYCLES (TICK TOCK)
D—7mm £0.5mm 20X CABLE OD MIN: 10 MILLION CYGLES (TICK TOGK)
B-2omm £1.0mm TORSION TEST: 3 MILLION CYCLES (1lb LOAD, 360°—71 CYCLES/min)
—49mm +2.0mm
E0—65mm 13.0mm APPROVALS C(UL)US CMX—QUTDOOR—CM LISTED, AWM RECOGNIZED
70—T00mm +4.0mm COMPLIANT WITH NEC ARTICLE 800 COMMUNICATIONS CABLES
OVER 100mm +5.0mm
*
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